Monday
Had to pop rivet the spring bolts in and the springs in.
2
Steps Taken to Reach Objective:
Objective (s):
Work on the car and put more spring bolts on
List issues / Complications:
1
3
4
Worked on getting my CAD car on yola site.
 
Had to drill out four holes in the body.

Tuesday
Had to cut a straight pipe so it would come out the same length as the other side.
2
Steps Taken to Reach Objective:
Objective (s):
 Worked with the exhaust so they would be the same
List issues / Complications:
1
3
4
Went and got the straight pipe welded to the angled piece.
 Could only  find one bolt that fit on for the exhaust.
Had to cut one pipe and cut the angle down so it would be the same as the other side.

Wednesday
Put everything back together and up to the Baja.
2
Steps Taken to Reach Objective:
Objective (s):
 Worked on the Baja rear axle to get it apart
List issues / Complications:
1
3
4
Drilled the bolt out and found a new bolt to go in there.
 A bolt head snapped off and it had to be fixed.
Took the wheel off and had to hammer the disk off.

Thursday
Had to mark the firewall so we knew where it would cut.
2
Steps Taken to Reach Objective:
Objective (s):
 Had to work on the car firewall
List issues / Complications:
1
3
4
Had to cut the firewall so it would fit around the body.
 
Washed the car down first so it was clean.
Had to cut more down on the firewall because it was too tall.
Friday
Drilled holes in the back plates for the rear in the Baja.

2
Steps Taken to Reach Objective:
Objective (s):
 Worked on making a list of bolts we needed to buy and helped drill hole in Baja
List issues / Complications:
1
3
4
[bookmark: _GoBack]Had to drill them a little bigger because the bolt would not fit all the way through it.
 
Took off bolts for shocks and measured the bolt length.



