Monday
Had to measure both sides and then cut out a piece on metal for both sides.
2
Steps Taken to Reach Objective:
Objective (s):
 Working on rear end
List issues / Complications:
1
3
4
Had to cut into the bar so it would fit around the bars.
 
Make support bars to make it stronger.
Grind down the bars so they would fix nice and tight so they could be welded.
Tuesday
Thought up ideas for the steering and to hold it in one spot.
2
Steps Taken to Reach Objective:
Objective (s):
 Working on CAD  and worked on car
List issues / Complications:
1
3
4
Looked for spring ejecting pins for the body.
 
Learned how to put the blocks together and take them apart on CAD.
Found them on the internet and ordered them.
Wednesday
Had to grind an angle on the bar to make them fit.
2
Steps Taken to Reach Objective:
Objective (s):
 Worked on car steering
List issues / Complications:
1
3
4
Made another one just like it for the other side.
 Didn’t make one short enough and will have to fix it tomorrow, or will have to re-do it.
Had to make cross bar for steering and to hold the bar.

Thursday
Had to cut bars off so we could put new ones on there just wider.
2
Steps Taken to Reach Objective:
Objective (s):
 Worked on CAD and car
List issues / Complications:
1
3
4
Had to grind them down so it was flat.
 
Made an idw on CAD.

Friday
Had to take off the pieces that held the rear on and had to grind them down into a radius.
2
Steps Taken to Reach Objective:
Objective (s):
 Work on car rear end
List issues / Complications:
1
3
4
Put those pieces back on and got washers to put in between them and the bolt.
 
Measured the rear axle to the front eyelet to make sure we weren’t too long.
[bookmark: _GoBack]Double checked and re-measured the car length again.


